Rajeman

42-12 | 12V 42AH

Application:

UPS system and emergency power supply
Telecommunication systems

Medical equipment

Toys

Motorcycles and bicycles

vy vVvyvyy

Fire alarm systems and alarm systems

Specifications

Battery type Lead acid,VARLA, with AGM technology, flame retardant ABS plastic cover
12V

Rated voltage

Approximate weight 13.8 10.05Kg.

Life Span 5Years

Self-discharge rate 3% of rated power per month (at 20°C)

Rated power Size

Constant voltage charging at 25°C Temperature range
20 hours(10.5V) 43.8 ampere per hour  Length 196MM  Charge cycle:2.40-2.45V Discharge: -20 to 60 ° C
10 hours(10.5V) 42 ampere per hour Width 165MM | Temperature compensation: -5mV/°C Charge: -10 to 60 ° C
5 hours(10.5V)  40.1 ampere per hour ~ Height I50MM  Battery backup: 2.25-2.30V Storage: -20 to 60 ° C

| hours(9.6V) 26.84 ampere per hour = Total height ~ 170MM ' Temperature compensation: -3mV/° C

Continuous discharge current at 25°C

Discharge Voltage/Cell 15 Min 30 Min I hour 3 hour 5 hour 10 hour 20 hour
1.60V 112 46.00 259 11.3 79 420 225
1.65V 108 45.1 254 1.1 78 4.15 222
1.70 vV 100 44.0 248 10.9 17 4.10 2.18
1.75V 84 41.6 24.2 10.6 75 4.00 2.10
1.80V 72 360 235 10.4 74 3.98 2.09

Discharge Voltage/Cell 15 Min 30 Min 45 Min I hour 3 hour 5 hour 10 hour
1.60V 148 89.1 624 50 194 13.2 7.32
1.65V 139 86 61.6 49.1 193 13.1 729
1.70vV 132 82 60.9 49.1 193 13.1 729
.75V 126 77.1 60.0 484 19.0 13.1 720
1.8ov I8 66.9 59.1 47.6 18.6 13.0 7.09



Product schematic
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